
Mount Adapter
with filter tray

 Thank you for choosing our product. Your new 
adapter has been designed with both the effort 
and experience of not only engineers, but also of 
cinematographers. It has been created based on 
the best available materials, technology and 
solutions, thus making it the perfect tool for both 
professionals and hobbyists.

[1] FRONT CAP
The front cap protects the adapter from dust and 
damage. It should always be put in place whenever 
no lens is mounted on adapter.

[2] LOCKING RING
Locking ring allows to tighten PL mount lens 
with adapter’s bayonet.

[3] ADAPTER
Main part.

[4] UNLOCK BUTTON
Press to unlock filter tray.

[5] SUPPORT FOOT
Foot is compatible with ARCA-type plates and has 
1/4” standard thread for other setups.
If needed, foot may be unscrewed with 1,5 mm 
(1/16”) hex key.

[6] FILTER TRAY
Tray has a magnetic mount allowing use of dedi-
cated MMS filters. Depending on set composition, 
geared or non—geared version may be provided. 
During use tray must be inserted with any of 
filters. Knob on the tray (if present) allows to 
rotate filter during work to alter visual effect.

[7] MMS FILTER
Depending on set, various MMS (Magnetic 
Mount System) filters may be provided. Geared 
filters like Vari ND and CPL are designed to 
work with geared tray to allow filter rotation 
when inserted. Non-geared filters may be used 
with both types of trays. When no visual effect 
is need, neutral filter should be placed in tray. 
Using adapter without any filter used may 
prevent focusing on infinity by the lens. After 
placing a geared filter, rotatea knob to check if 
filter rotates as intended.

[8] REAR CAP
The rear cap protects the adapter from dust and 
damage. It should always be put in place whenever 
the adapter is not mounted on a camera.
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INSTRUCTION

1.  Slide off tray while pressing an unlock button.
2.  Remove filter. Do not press glass part with 
your finger to prevent staining or scratches. 
Instead grab a metal frame or use fingernail or 
other tool to pry the edge of filter ring.
3. Place new filter holding it by the edges. 
Magnets should snap filter in position.
4.  (If applicable) Check if filter rotates properly  
when turning a knob.
5.  Slide tray in until it clicks.
6.  Pull the tray and check if it doesn’t slide out.
7.  Remove rear cap and mount adapter to
a camera.
8.  Remove front cap and mount lens to an adapter. 
Make sure to align a pin with a notch before 
turning locking ring.

 

MAINTENANCE

Dust or dirt gathered on surface or inside adapter 
should be removed with compressed air or 
with a clean soft brush.

Fingerprints or other stains on filters should be 
removed with proper microfiber and/or 
cleaning solutions designed for optics.

WARNINGS

Adapter is equipped with a rubber seal to 
partially protect the interior of camera from 
dust and moisture. It is not, however, dust and 
waterproof. Do not submerge it in water or 
store it in humid places. To achieve better 
protection, use of rain cover is recommended.

Protect the adapter from shock, being dropped 
and excessive vibration.

When using heavy lens please use lens support 
to prevent adapter damage.

Do not use this adapter with lenses having 
back protrusion more than 19.5 mm as it may 
cause lens and/or adapter damage. Some 
lenses change this protrusion when focusing, 
so please verify this length when focused
at infinity.

The adapter and its accessories should be kept 
away from children and animals, as they contain 
small elements that constitute a choking 
hazard. 

Unsupervised dismantling of the adapter may 
lead to permanent damage and loss of warranty. 

In the case of any faulty operation, it is strongly 
recommended that you contact the authorized 
Irix service point.

Please keep this manual for further reference.
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